
www.tecalemit.de/en/

Use the functions on the website to remember or compare

TECALEMIT GMBH & CO. KG

Munketoft 42

24937 Flensburg

T   +49 461 8696-126

M   sales@tecalemit.de

mo-th: 08:00 - 17:00 o'clock

fr: 08:00 - 15:00 o'clock

TWIN HOSE REEL REEL LK D340

Article number: 013555014

EAN: 4031109006354

DESCRIPTION

Left roll-out

Suitable oils: hydraulic oil, mineral

Reel with 2 drum inlets

Reel hub with 2 drum outlets

Reel with locking spring assembly

Reel holder

https://www.tecalemit.de/en/


www.tecalemit.de/en/

Use the functions on the website to remember or compare

TECALEMIT GMBH & CO. KG

Munketoft 42

24937 Flensburg

T   +49 461 8696-126

M   sales@tecalemit.de

mo-th: 08:00 - 17:00 o'clock

fr: 08:00 - 15:00 o'clock

Max. extension length for hose type AF 6.3 HH: 7.0 m

Max. extension length for hose type AF 8 HH: 5.0 m

Hose outlet: sealing cone 8, DIN 7608

Without hose

TECHNICAL DETAILS

Max. operating pressure 200bar

Operating temperature -40 - 80°C

Reel entrance CE 10-S

Reel diameter 340mm
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